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brove and trusted by the most advanced electronic sewing
hnology for optimal control.

efficiency and quality of sewing the highest level of integration.

www.chinasuot.com

HLESHF1E

A WN o
Pad A

.

AZI2,500rpmAH RESEERRE, RS T EFRE
R, TTEYEET m.

BRI PR

BRIERERER

Features

1. Enhanced productivity with the world's highest max.
sewing speed 2,500 rpm.
2. Fine stitches with high—precision stitchpoint.

w

Large arm pocket allowing smoothmaterial handling.

4. Easy-to—use operation panel
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Specifications L2230 1L.1826™1
Upgﬁéfﬁ%ﬁ%ﬁer K894 Long thread cut K891 Long thread cut G£:8It)  Short thread cut
ﬁg’%ﬁ’g%ﬁg % None K£BI) Long thread cut B4:501]]  Short thread cut
Lower thread trimmer
FTERE e B, RR% 4F4E A7, PR
Main applications Men's wear, casual wear, jeans, trousers Men's wear, casual wear Jeans Jeans, trousers
HtbtFig BE, NRK, 38, #BE Tk, TR, HEE
Other applications Ladies'wear Ladies'Wear, jeans, trousers
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Ih 8 All the thread t short by the thread
; Al the threads are cut long by the thread !l the threads are cut short by the threa
Features iny the upper thread is cut by the thread trimmers. The long thread ends can be securely trimmers. This saves the trouble of
trimmer. Buttonholes up to 50 mm long held in the subsequent process. manual trimming and reduces
can be sewn. It is suitable for cases that require accurate consumption of the thread.
short end or manual trimming.
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Sewing shape

BIKE
Sewing length

ESL84ER: 8-50mm
B7L: 5-50mm

Eyelet buttonhole: 8-50mm
Straight buttonhole: 5-50mm

EISLHAR: 8-42mm
BfZH7L: 5-42mm
Eyelet buttonhole: 8-42mm
Straight buttonhole: 5-42mm

22-30 mm "2 18-26 mm "2

L1422 (14-22 mm)*3 | L1422 (14-22 mm) "3
L1826 (18-26 mm)*3 | L2230 (22-30 mm) "3
L2634 (26—-34 mm)*3 | L2634 (26—-34 mm) "3
L3442 (34-42 mm)™3 | L3442 (34-42 mm)3

HEYTIEE Sewing speed

1,000-2,500rpm

EE  Weight #lsk/Machine head: 120 kg, 1#&{E&2/Operation panel: 0.6 kg, 1&##&/Control box: 14.2-16.2 kg. ( HHEHBAIRTE )
FBIRAEEE

Power supply / Power consumption

£18100V/200V, =48200V/220V/380V/400V, 400VA  Single phase 100V/200V, 3—phase 200V/220V/380V/400V, 400VA

*1 ERTHERAISHAE *2 HEILZRBTAIRIERS, YHKER5-42mm *3 B EREMTMEACBEL1422-13442,
*4 WFHREDH: DOx558 — NY2#12-#16 (ORGAN) *5 XWFHRENH: —-00: #16, -01: #14, —02: #18

*1 Special specification for Chinese market *2 Change of the ranges L1422-1.3442 is available by replacing gauge parts. (For details, please consult your place of purchase.)
*3 For Chinese market: DOx558 — NY2#12-#16 (ORGAN) *4 For Chinese market: —00: #16, -01: #14, —02: #18
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